
TOWN OF LOS ALTOS HILLS

STANDARD DETAILS

STD. NO. DETAILS

1 TYPICAL GEOMETRIC ROAD SECTION

2 TYPICAL DRIVEWAY CONNECTION

3 CUL DE SAC DETAIL

4 STANDARD ROLLED CURE

5 STANDARD ISLAND CURB

6 STANDARD CONCRETE VALLEY GUTTER

7 STANDARD A.C. BERM

8 CATCH BASIN TYPE I

9 CATCH BASIN TYPE II

10 STANDARD CATCH BASIN HARDWARE

11 DROP INLET TYPE I

12 DROP INLET TYPE II

13 HEADWALL TYPE "A"

14 HEADWALL TYPE "B"

15 HEADWALL TYPE "C"

16 CONCRETE LINED CHANNEL

17 PRECAST MANHOLE

18 DETAIL "C" - VEGETATION CLEARING FOR PATHWAY



19 MANHOLE COVER AND FRAME

20 SEWER LATERAL

21 STANDARD SUBDRAIN

22 BACKFILL DETAIL - STREET

23 BACKFILL DETAIL - SHOULDER/EASEMENTS

24 ROADSIDE PATH TYPE 2B

25 STREET NAME SIGN

26 STREET MONUMENT

27 STANDARD ROAD BARRICADE

28 STREET SIGN

29 STANDARD TRAFFIC STRIPES

30 STANDARD LOT CORNER POST

31 PATHWAY HANDRAIL

32 PATHWAY WATER BAR

33 PATHWAY RETAINING WALL AND HANDRAIL

34 PLASTIC PIPE MANHOLE SIGN

35 STRAP ON LATERAL CONNECTION TO RDPE
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NOTES:

OFFSET BULB

STANDARD ROAD SEOTIONS

ROAD WIDTH

a TYPICAL MAY BE OPPOSITE HAND.

ROAD STANDARDS

CUL DE SAC DETAIL
SCALE: NONE

Co

SEE

FOR

SYMMETRICAL BULB

W.

CHARLES S. MccANDLESS

& COMPANY

TOWN OF LOS ALTOS HILLS

C rrr ENGINEERS AUGUST 2. 1965



NOTES'

I. USE 1/2" EXPANSION JOINTS AT EACH END OF CURB:

RETURNS AND AT. 60' a C. MAXIMUM.

2 USE I/2"fi- 12" LONG, SMOOTH CAPPED DOWELS AT

EACH EXPANSION JOINT AND AT ENDS OF POURS.

3. MARK DUMMY JOINTS I" DEEP AT 20' O.C.

4. CLASS B CONCRETE.

STANPAFD ROLLED CURB
SCALE: 1" 6"

LESS. McCANDLESS -

STb.Na

4
& COMPANY

IVY .... ENGINEERS .40OPTED

TOWN OF LOS ALTOS HILLS

AUGUST 2, 1965.



NOTE: ISLAND REQUIRES AC SURFACING FOR PEDESTRIAN

OTHERWISE GRADEDFILL ISLAND WITH TOPSOIL

CROSSING,

TO DRAIN.
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3TANDARD CONCRETE VALLEY GUTTER
SCALE: J /`-

L,, S. MCCIANDLESS

ENG 1NEERS

TOWN OF LOS ALTOS HiLLS

A DORTED AUGUST 2, 1965
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CLASS A CONCRETE
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& COMPANY

CITY



STANDARD AC. BERM

BATTER

I/4"PER 12"
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TOWN OF LOS ALTOS HILLS
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AUGUST 2, 1965

ADOPTED _-.------------------ -
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IS

/2"

CHARLES & MCC.ANDLESS TOWN OF LOS ALTOS HILLS

& COMPANY

CITY ENGINEERS 4DOPTED AUGUST 2, 965

SEE SW.

GRATiNG AND
FR4ME

SECTION D-D

-4

NOTE: ALL CON

CRETE CLASS A.

SW. NO.

8

SECTION C-C

CATCH BASIN TYPE!
SCALE:
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GRATING FRAME

2 C.&

n

I:

- i"
tX 3F8.-

SECTION B

ScALE fli-O"

>oc>c;'oc>c
_.Th

7

1,

*% `sc.

FRAMES, GRATINGS, AND

CURB ANGLES TO BE HOT

DIP GALVANIZED AFTER

FABAICATION.

STANDARD CATCH BASIN HAROW4RE

`LES S. McC.4NDLESS

& COMPANY

;Iry ENGINEERS ADOPTED:

SCALE: AS NOTED

TOWN OF LOS 4LTQS HILLS

AUGUST 2, 965--

STD. NO.

I0

2X 2kX+L FOR

3X31X-L FOR

TYPE 2

TYPE

4'ANCHORS ® I'-O"MAX.

7L10" FOR

___

TYPE

`3'-iO" FOR TYPE

I C.B.S

CURB ANGLE
SCALE: f"rI'.O"

SECTION A

It

TYPE WH

IR/iNG GRATING

GRATING TYPE B
SCALE: 3/4" l'-O"

U

ANCHORS

"X3"X
"

CLEAR

NOTE'

s"j 4"
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NOTE: ALL CONCRETE CLASS A

-4

I,

CPA T!NG

WEL

5,
7-i ANCHOR BOLTS

DROP INLET TYPE
SCALE: I/2"r !`-O"

CH4RLES S MCCANDLESS

a COMP4NY
TOWN OF LOS ALTOS HILLS

#4Jj2 EF

`4®12 EW

SECTION 4-A

I
4 C!-IKR.

WINGWSALL, TYPICAL

2

STONO

CITY ENGINEERS AUGUST 2, 1965



ELEVATION

E.F.
E.W.
Hr

MAX.
MIN.
TYP
O.D.
WI

1" CHAMFER

LEGEND:

NOTES:

ALL CONCRETE TO BE CLASS "A" iN

ACCORDANCE WITH SECTION 90, OF STATE

STANDARD SPECIFiCATIONS

SECTION A

2.

LOS ALTOS HILLS

BAR REINFORCEMENT SHALL CONFORM

TO SEC. 52 OF STATE STANDARD SPECIFICATIONS

MIN. 2" CLEAR FROM FACE OF CONCRETE.

VERTICAL LAP SPLICE, 1S"MlN.

ALWQRNU

EACH FACE
EACH WAY
HEIGHT OF F2REEBOARb

Hr 12"

BY THE CITY ENGINEER

MAXIMUM
MINiMUM
TYPICAL

APPROVED BY
CITY ENGINEER

PLAN

OUTSIDE DIAMETER
WIDTH OF 1-IEADWALL

ALL EXPOSED

CORNERS

RELATIVE
MIN. OF 12" DEEP.



SEE DETAIL 1

SECTION A
LEGEND

EACH FACE
EACH WAY
HEIGHT OF FREEBOARD
LENGTH OF APRON

MAXIMUM
MINI MUM
OUTSIDE DIAMETER
TYPICAL

NOTES:

1. ALL CONCRETE TO BE CLASS "A" IN

ACCORDANCE WITH SECTION 90, OF STATE

STANDARD SPECIFICAT1ONS.

2. BAR REINFORCEMENT SHALL CONFORM

TO SEC. 52 OF STATE STANDARD SPECIFICAT

MIN. 2" CLEAR FROM FACE OF CONCRETE.

VERTICAL LAP SPLICE, 1 8"MIN.

LOS ALTOS HILLS

CALIFORNIA

a
1Th c.41 385 d1I

J*4
*43k CIVIL

Of

TJTLE

HEADWALL TYPE "B"

ADOPTED BY

CITY COUNCIL
DATE 5/21/97

SCALE: NONE

DATE: MAY 1997

DWN:

STANDARD DflAIL

1.

Hr

PLAN

APPROVED BY
CITY ENGINEER

DETAIL 1

1" CHAMFER

ELEVATION
lAiN. OF 12" DEEP.

ES.
LW.
Hr
LA

MAX.
MINI.
O.D.
TYP.

CHK: JMP SHT. 1 OF 1



APPROVED BY THE

NOTES.

1. ALL CONCRETE TO BE CLASS "A" IN

ACCORDANCE WITH SECTION 90, OF STATE

STANDARD SPECIFICATIONS.

E.F.
E.W.
Hr

LA

MAX.

MIN.

O.D.

TYP.

WA

LEGEND

EACH FACE

EACH WAY

HEIGHT OF FREEBOARD

LENGTH OF APRQN

MAXIMUM

MINIMUM

OUTSIDE DIAMETER

TYPICAL
WIDTH OF APRON

SECTION 8

2.

LOS ALTOS HILLS

BAR REINFORCEMENT SHALL CONFORM

TO SEC. 52 OF STATE STANDARD SPECIFICATIONS.

MIN. 2' CLEAR: FROM FACE OF CONCRETE.

VERTICAL LAP SPLICE, 18"MIN.

i_-__I
-`

Ui
Lii

z
C,
z
Lii

I

0

Li
r

W*= 2xO.D. OR AS

CITY ENGINEER

Hr 12" OR AS

APPROVED BY THE

CITY ENGINEER

SECTION-A
MIN. OF 12" DEEP.

LALIFORNIA



TYPICAL SECTION: NOTE: ALL CONCRETE

SCALE:
CLASS A

T YPE "A'

CONCRETE LINED CHANNEL
- SCALE:AS NOTED

400PTED

TOWN OF LOS 41705 HILLS

AUGUST 2, 1965

ONLY

DIVERS/ON WALL

WHERE SHOWN

-t
2 "M!N.

U

POUR *AGA1NS T

UNDISTURBED

EARTH

6X6-/9 WELDED

FABRIC

WIRE

ORiGiNAL GROUND I

WALLSECTION AT CUT AND FILL LOCATION OF DIVERSION

SCALE:NONE SCALE'NONE

?LES S. MCC4NDLESS

a COMPANY

Ty ENGINEERS-

STO. NO.

16



TOWN of LOS ALTOS HILLS

FINISH GRADE

#19 FOR MANHOLE

CLASS A PCC RING 12" DEEP, 12" WIDE

AC VARIES SEE

CL II AB VAR IES5
TOWN/COUNTY
REQUIREMENTS

ADJUSTING RINGS AS

MAX.
REQUIRED 12"

STANDARD
MANHOLE CONE AND
RING.

CLASS A PCC

BASE TO BE

POURED AGAINST
UND I STIJRBED
NATIVE MATERIAL
OR PRECAST BASE,
IF APPROVED BY
CITY ENGINEER.

DR. BY:

GROUT ALL JOINTS PRIOR TO
SETTING RINGS. BAND ALL JOINTS
AFTER SETTING RINGS. USE OF
PREFORMED H I GH-ADHES ION

GASKETING MATERIAL, Rp.M-N2K OR

EQUAL. WITH PRIMER MAY BE
SUBSTITUTED FOR GROUTING &
OUTSIDE BANDING.

PIPE TO BE SAME SIZE
AS EXIST MAIN. PVC
SDR 26 OR APPROVED
EQUAL

;TAINLESS STEEL BANDED
COUPLING REQUIRED WHEN
CONNECTING TO EXISTING
PIPE.

NOTES:
1 .TERMINATE ALL PIPES PLUSH WITH INSIDE WALL OF MANHOLE.

2.CHANNELS TO BE FORMED TO APPROXIMATE WIDTH, SIZE AND SHAPE, OF PIPE AND FINISHED WITH GROUT.

THICKNESS OF GROUT TO BE APPROXIMATELY ONE HALF INCH 1/2". CONTINUE SLOPE OF PIPE THROUGH

MANHOLE, 2% MINIMUM SLOPE.

3.WHEN FOUR 4 LINES COME INTO A MANHOLE, THE TWO LINES WHICH EMPTY INTO THE MAIN CHANNEL

ARE TO BE STAGGERED AND NOT SET SO THEY WILL EMPTY IN AT THE SAME POINT.

4.ALL CONCRETE TO BE SIX 6 SACK.

DATE:5/3/200 CK. BY:

PRECAST

4"X4"X6' REDWOOD POST

PAINTED WHITE, SET 2'

INTO GROUND, AND MARKED

"S" BY ROUTING OR BURNING

A

SEE STANDARD DETAIL

COVER AND FRAME.

SECTION `A-A

MANHOL

DATE :5/3/200
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DETAIL "C" - VEGETATION CLEARING FOR PATHWAYS



I - 27 1/4"
-

3/4"

aRD DETAIL

CHK: JMP SF41. 1 OF 1

SKID PATTERN
MIN. HEIGHT

00

0 D 0

00000

ODODDO

0000
TOP

BOTTOM

DO

ODD

0000

DODD

3" LETTER

SEE NOTE 5

PLAN VIEW

N

PICK HOLE

NOTES:

1. MANHOLE COVER & FRAME SHOWN ARE
ACCEPTABLE CASTINGS. CONTRACTOR
SHALL SUBMIT FOR APPROVAL COMPLETE
DRAWINGS AND SPECIFICATIONS OF
ALTERNATE CASTINGS PROPOSED. -

2. MATERIAL SHALL BE GRAY CAST IRON
CONFORMING TO SECTION 75 OF THE STATE
STANDARD SPECIFICATIONS. ALTERNATIVE
CASTINGS SHALL BE APPROVED BY. THE CITY
ENGINEER.

3. STREET MANHOLE COVERS AND FRAMES
SHALL BE DESIGNED TO SUPPORT A WHEEL

LOAD OF 16,000 POUNDS PLUS 25%
ALLOWANCE FOR IMPACT. -

4. ALL BEARING SURFACES SHALL HAVE

A MACHINED FIT.

5. COVERS SHALL BE INSCRIBED "LOS ALTOS

HILLS" AND HAVE THE FOLLOWING LETTER
DESIGNATIONS:

S - SANITARY SEWER

D - DRAINAGE
NO LETTER -- ALL OTHER USES

27"

A Ii
çi

jfiL'

4n.__J-Hi.._ 1/2"

COVER

24"

4 3/4" RIBS

H H5"
STREET RING

LOS ALTOS HILLS

CALIFQRNIA



VARIES

POST REQUIRED WHEN
SEWER LATERAL NOT
EXTENDED TO HOUSE;

SEE NOTE 1

LATERAL CLEANOUT SEE
Sit. DETAIL

.Ui

-i

0

-`to
I-

1. SEWER LATERAL LOCATION TO BE MARKED BY
4"X4"X4' REDWOOD POST PAINTED WHITE,

SET 2' INTO GROUND, AND MARKED "S" BY

ROUTING OR BURNING.

2. SEWER LATERAL BACKELOW PREVENTERS MAY

BE REQUIRED BY THE CITY ENGINEER.

3. REFER TO STANDARD DETAILS 22 & 23 FOR

TRENCH BACKFILL REQUIREMENTS.

4" WYE WITH

STOPPER
OR PLUG

STANDARD DETAIL

t1tk

fyc K. SEWER

ADOPTED Br SCALE:

CITY COUNCIL -
EXP

6/30/99
/

*j DATE: 5/21/97
DATE:

LATERALLOS kLTOS HILLS

NONE

MAY 1997

20
CALIFORNIA CHIC: JMP SI-IT. 1 OF 1

4" SDR 26 PVC

HOUSE LATERAL

4" WYE BRANCH NEW MAIN OR

TAP-TITE CONNECTION EXISTING MAIN

OR AS OtHERWISE APPROVED BY THE

CITY ENGINEER

C
-J
La.

0

z
0
I-
0
Li

I

Li

Li

La

0

Li

-J

PLAN

I-

Li
a
0

0

STREET
FINISH GROUND

PIPE ENTRY
45* hUN.

NOTES:



COMPACTED
IMPERVIOUS
BACKFILL

/ LAYER

15#FELT

COMPACTED

FILTER MATERIAL

PERFORATION
SCALE: NONE

6"MIN. 014. HELICALLY

CORRUGATED PERFORATED

PIPE WITH TWO PIECE
BOLTED COUPLING

STANDARD SUBDRAIN
SC4LE: NONE

Mc CANDLESSS.

COMPANY
TOWN OF LOS ALTOS HILLS SW. NO

21

a o:+" Mitt!..

ie-"Ø HOLES

PER L..F

DETAIL

CHARLES

a

CITY ENGiNEERS ADOPTED AUGUST 2, 9.65



6" MIN.

UN DI STU

NATIVE

MATERJAL

EXISTING PAVING 10 BE
SAW CUT

NOTES:

1. RELATIVE COMPACTION RC SHALL MEAN
COMPACTION AS DETERMINED BY CALIFORNIA
COMPACTION TEST METHOD OR BY ASTM
METHODS..

- 2. ASPHALT CONCRETE TO BE CLASS "B",

1 /2" MAX. AGGREGATE PER SECTION 39
or STATE STANDARD SPECIFICATIONS.

3. ALL BACKFILL SHALL BE PLACED AND
COMPACTED IN 6" MAXIMUM LIFTS.

4. CLASS I BEDDING AND CLASS 2
AGGREGATE BASE PER SECTION 26 OF

THE STATE STANDARD SPECIFICATIONS.

FOR SANITARY SEWER PIPE AND IF
TRENCH IS OVEREXCAVATED. FOR STORM

DRAIN PIPES, USE CLASS 1 BEDDING.

IMPORTED CLASS 2 AGGREGATE BASE

- 3/4" MAX. OR NATiVE BACKFILL MATERIAL

IF APPROVED BY THE CITY ENGINEER,

COMPACTED TO 95% RC.

® CLASS 2 AGGREGATE BASE, 3/4" MAX.

4" ASPHALT CONCRETE OR MATCH EXISTING

DEPTH, WHICHEVER IS GREATER.

APPLY TACK COAT ON SAW CUT EDGES PER

SECTION 94 OF STATE SPECIFICATIONS.

LOS ALTOS 1II[LE

ILEGEND:

CALIFORNIA



NG PAVING

NOTES:

RELATIVE COMPACTION RC SHALL MEAN THE
COMPACTION AS DETERMINED BY CALIFORNIA
COMPACTION TEST METHOD OR BY ASTM
METHODS.

2. ALL BACKFILL SHALL BE PLACED AND
COMPACTED IN 6" MAXIMUM LIFTS.

3. CLASS 1 BEDDING AND CLASS 2 AGGREGATE
BASE PER SECTION 26 OF THE STATE
STANDARD SPECIFICATIONS.

FOR SANITARY SEWER PIPE AND IF TRENCH
IS OVEREXCAVATED FOR STORM DRAIN PIPES,
USE CLASS 1 BEDQING.

® IMPORTED CLASS 2 AGGREGATE BASE. 3/4"
MAX. OR NATIVE BACKFILL MATERIAL IF

APPROVED BY THE CITY ENGINEER, COMPACTED

TO 95% RC.

® WITHIN TOWN PATHWAYS, USE 6" STEVENS
CREEK QUARRY CRUSHER FINES OR EQUAL AS

APPROVED BY THE CITY ENGINEER. WITHIN

SHOULDERS, USE 12" CLASS 2 AGGREGATE BASE,

3/4" MAXIMUM.

LOS ALTOS HILLS BACKFILL DETAIL -

SHOULDER/EASEMENTS

ADOPTED BY SCALE: NONE STANDARD DETAIL

CITY COUNCIL
DATE: MAY 1997

DATE: 5/21/97 23
DM1:

CI-IK: JMP 15H1. 1 OF 1

NATIVE

MATERIAL

6"

LEGEND:

CALifORNIA



HEADER BOARDS SHALL NOT

O 6' MAXIMUM SPACING AND
TREATED HEADER. 2-1"x 6"

____________

ON CURVES.

-

OR CURS

AT EACH SPUCE. CONNECT

STAKE TO HEADER WITH A

MINIMUM OF 4-lOd

GALVANIZED NAILS.

NOTES:

1. PATHWAY MATERIAL AND SHOULDERS SHALL BE COMPACTD
TO 95% RELATIVE DENSITY.

2. IRRIGATION SYSTEMS SHALL NOT BE LOCATED CLOSER THAN

3 FEET TO. A PATHWAY. NO IRRIGATION WATER MAY BE DIRECTED

TOWARD OR ON THE PATHWAY.

3. TREES AND SHRUBS SHALL NOT BE PLANTED CLOSER THAN

5 FEET TO A PATHWAY. GROUND COVER MAY NOT BE

PLANTED CLOSER THAN 3 FEET FROM A PATHWAY.

*4 5%- MAXIMUM IF APPROVED BY THE CITY ENGINEER. PATHWAY

AND SHOULDER CROSS SLOPES SHALL DRAIN TOWARD OR AWAY

FROM THE ADJACENT ROAD AS APPROVED BY THE CITY

ENGINEER.

5. UTILITY BOXES, SERVICE METERS, MANHOLES, MAIL BOXES, FIRE

HYDRANTS AND ALL OTHER OBSTRUCTIONS SHALL NOT BE ALLOWED
WITHIN THE PATHWAY. PATHWAYS MAY MEANDER AROUND EXISTING

UTILITY POLES, FIRE HYDRANTS AND MAIL BOXES WHERE FEASIBLE.

6. HEADER BOARDS MAY BE OMITTED ON THE SIDE OF THE

PATHWAY IMMEDIATLELY ADJACENT TO BERM AND CURBS.

7 SEE STANDARD DETAIL #32 FOR WATER BAR INSTALLATION.

8 SEE STANDARD DETAIL FOR PATHWAY MARKER POST.

TYPE 28

SCALE: NONE STANDARD DETAIL

DATE: JUNE 1997

OWN:

CHIC: JMP SHT. 1 on

PROJECT ABOVE THE PATHWAY

OR ADJACENT GRADES

SHOULDER

MINIMUM

3%-lOX

ff SLOPE

5.-On

3% SLOPE'S

2"x 4" STAKE 2'-O" LONG

5" STEVENS CREEK QUARRY

CRUSHER FINES

2"x 6" REDWOOD OR PRESSURE

REDWOOD HEADERS MAY BE USED

SEE NOTES

LOS kLTOS HILLS ROADSIDE PATH

CALIFORNIA



24", 3O OR 36"

AS REQUIRED TO

ACCOMODATE STREET NAME

..LELNA RDJ

4 /` - NAME PLATE FOR

/ I
CROSS STREET

TE2

_

TE3

4"x4" REDWOOD y'
POST

-

* I

-
- N

NATURAL

DIRECT BURY POST

COMPACT SOIL TO

95% RELATIVE

COMPACTION z

- -

$

NOTES:

I. DOUBLED FACED STREET NAME PLATES WITH

REFLECTIVE FINISH AND SILVER LEGEND ON

GREEN BACKGROUND APPLIED TO 0.050

ALUMINUM BACKING. HAWKINS TRAFFIC SAFETY

SUPPLY FORMAT SM-C9, OR APPROVED EQUAL

LETTERING SHALL BE UPPERCASE GOTHIC

SERIES "C".

2. HAWKINS TRAFFIC SAFETY SUPPLY HEAVY DUTY

ALUMINUM 90 CROSS PIECE gl4F-HOVP-

10590 OR APPROVED EQUAL

3. HAWKINS TRAFFIC SAFETY SUPPLY CAP TO FIT

4"x4" WOOD POST, gVI4F-HDVP-4WPC OR

APPROVED EQUAL USE 2- 5/16"x 4 1/2"

ZINC PLATED STEEL CARRIAGE BOLTS WITH

NYLON WASHER, ADAPTOR RING AND 5/16w

ZINC DIE CAST TAMPERPROOF NUTS TYPICAL.

ADOPTED BY NONE STANDARD DETAILSCALE;

9'0Mk4TH.
4

* 13 C

TITLE

STREET NAME SIGN
LOS ALTOS HILLS

fl L
CITY

DATE:

COUNCIL

6/04/97 -::
1997

2 5
JUNE

CALIFORNIA
rh

CHK: JMP SHT. 1 OF 1

Ti

I,.
4



FRAME AND
-

MONUMENT TO BE SET to"

AFTER PAVING IS -

COMPLETE.
- .a.

SASE, `

AUM
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j" 014. BRASS
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4. MON. MARKER WITH I"
I BRASS NAIL DRIVEN

////7 I -4/7r,NTO 3" LONG REOW000

b'- CLASS B CONCRETE I PLUG IN END OF rI.0.
X2'-S" GAL-V. PIPE.
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STREET MONUMENT
SCALE: 4- `I

- Si-U_NO.
CHARLES S. McANOLESS TOWN OF LOS ALTOS HILLS

& COMPANY
* 26

CIT.,' ENGiNEERS I ADOPTED:
AUGUST 2, 1965 -



OF STREET

NOTE: APPLY ONE COAT OF

PRIMER AND THREE COATS

OF EXTERIOR WHITE PAINT.

STANDARD ROAD BARRICADE
SCALE: 3/8"= f'.-O"

CHARLES S. MCCANDLESS

& COMPANY

TOWN OF LOS ALTOS HILLS

3" DIAMETER

YLW REFLECTOR

3/4" CAR. BOLTS

WITH CUT WASHERS

2- 2 "x 6"

2!' LENGTHS

SELECT STRUCt

DOUGLAS FIR REFLECTOR SIGN
STATE OF CALIF

W2IR

N 4"x
411

x 8'-
O

DENSE STRUCT

REDWOOD

STD.NO. -

27
CITY ENGINEERS ADOPTED AUGUST 2. 965



5/16"x4 1/2" ZINC PLATED STEEL
3" YIN.

3" YIN

CARRIAGE BOLT WITH NYLON WASHER,

ADAPTOR RING AND 5/i 6" ZINC DIE

CAST TAMPERPROOF NUTCAL

PLACE 1 2" WOOD

BLOCK MIDWAY

BETWEEN BOLTS

*

ALL SIGNS SHALL CONFORM

WITH STATE UNIFORM SIGN

CHART.

[US AlTOS, HILLS STREET SICN

- 2"

I

POST

NATURAL

DIRECT BURY POST

COMPACT SOIL TO

95% RELATIVE

COMAPCTION

z
NOTE

CALIFORNIA



NQTE SEE CALIFORNIA DIV

OF HIGHWAYS STAND4RDS

STRIPE

94PRIER

II

II

U

YELLOW

/2" WHITE LINES, YELLOW

FOR SCHOOL CROSSING

=

TYPICAL

=

MW.

CROSSWALK

TRAFFIC

DETAIL

WHITE-

WHITE-<

rJJ

______________

a

ONE WAY BARRIER STRIPE
-f

= =

BOTH YELLOW

TWO WAY BARRIER STRIPE

STANDARD TRAFFIC STRIPES

SCALE: NONE

CHARLES S. McGANOLESS
& COMPANY

C I T Y ENGINEERS ADOPTED:

TOWN OF LOS ALTOS.HILLS

AUGUST 2, 1965

STD. Na

29

=

SINGLE TRAFFIC_STRIPE

`4



2x4 REDWOOD POST, 2 COATS WHITE

EXTERIOR PAINT WITH BLACK NUMERALS.

STANDARD LOT CORNER POST
SCALE' NONE

CHARLES S. McG4NDLESS

& COMPANY

TOWN OF LOS ALTOS HILLS

0
-I

N

0

N

NOTE: SEE SUBDIVISION ORDINANCE #69

FOUND OR SET
IP MONUMENTS

STD. NO.

30
CITY ENGINEERS ADOPTED AUGUST 2, 1965



TWO 10" X 1/2" GALVANIZED
LAG BOLTS. EMBEDDED DIAGONALLY
INTO POST. COUNTERSINK BOLT

72" X 4
PRESSURE TREATED WOOD POST,
VERTICAL, AT 6' ON CENTER

CLASS B CONCRETE

PER SECTION 90 OF
STATE SPECIFICATIONS

r72." X 4 1/2" DIA. PRESSURE

/ TREATED WOOD TYPICAL,
TOP RAIL NOTCHED 2" TO Fit

VERTICAL
POSTS.

j- THREE 6"X 1/2" GALVANIZED BOLTS,
/ -NUTS & WASHERS TYPICAL. INSTALL

/ / BOLT HEADS TOWARD PATHWAY.

12" X 2" X 1/8" GALVANIZED
STEEL PLATE, FRONT AND BACK

LOCATION OF PATHWAY RELATIVE
TO FACE OF HANDRAIL TO BE
APPROVED BY. THE CITY ENGINEER.

GALVANIZING FOR BOLTS AND
PLATES SHALL BE PER SECTION
75-1.05 OF STATE STANDARD
SPECIFICATIONS.

WOOD POSTS SHALL BE PRESSURE
TREATED HEM FIR OR PINE, OR
EQUAL AS APPROVED BY THE CITY
ENGINEER. ANY SURFACES WHICH
HAVE BEENCUT OR DRILLED SHALL
BE TREATED WITH PRESERVATIVE
TREATMENT.

_ . .

DETAIL 1

PLAN VIEW
HO SCALE

1/8" PLATE TYPICAL

ADOPTED- BY

Clii COUNCIL

DATE: 6/04/97

SCALE: NONE STANDARD DETAIL

. -

3 1
DATE: JUNE 1997

DWN:

CHK: JMP SI-IT. 1 OF 1

NOTES:

1/2" BOLTS

TYPICALYTh

iQS ALTOS HILLS

CALIFORNIA



REDWOOD OR P.1.

HEADER BOARDS

1/2" AC BERM

TAPER TO FIT TIGHTLY A

RBDCTY.

2 -4 BAR0 30 PAThWAY -

25' ON CENTER -

a . AC BERM OR
OR ASDIRECTED EDGE OF PATHWAY

BY THE CITY ENGINEER.

.

PLAN

6" DIA. HEM FIR OR PINE

SECTION A

LEGEND

P.T. PRESSURE TREATED

TYP. TYPICAL

DIA. DIAMETER

EA. EACH

AC ASPHALT CONCRETE

LOS ALTOS HILLS
TITLE

.

PATHWAY WATER BAR

- BY SCALE: NQNE STANDARD DETAIL

fl 17# y41S85 C'
CITY COUNCIL -

;a_1 DATE: 6/04/97 : JUNE 1997

32
LALIFORNIA c$57 CHK: JMP SRI. 1 OF 1

#4 REBAR, 2 EA. PER

TIMBER. PRE-DRILL HOLE,

EXTENDED MIN. 2'-O" INTO

COMPACTED SUBGRADE

COUNTERSINK REBAR 1 /2"

ES
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1/4" DIA. HOLES

NOTE:

CAUTION SICN MUST BE
INSTALLED INSIDE SANITARY
SEWER MANHOLE WHEN PE/PVC PIPE
IS USED AND SHALL BE LOCATED
AT 12" BELOW THE MANHOLE GRADE RING.

WHITE LETTERS

* 11W AITAQ ITTIIQ
£UJ1'JU IUIIW

. .

.

PLASTIC PIPE MANHOLE SIGN

STANDARD_DETAIL

. SCALE: NONE

-

DATE: JUNC 6, 2000

OWN: ic

CHK: JR SHT. 1 or- 1CALIFORNIA

W/STAINLESS STEEL ANCHOR BOLTS

6 WIDE B" LONG
SEMIRIGID SIGN
MADE OF CELLULOSE

CA

e

UTI0 N
PE PIPE

DO NOT ROD

RED BACKGROUND

PE OR PVC



NOTE: TIGHTEN CLAMPS TO AT LEAST

60 LBS. TORQUE.

* FLEXIBLE WYE SADDLE

STAINLESS STEEL SERIES 300

BAND, SCREW, AND HOUSING

STAINLESS STEEL

SERIES 300 BAND,

SCREW, AND HOUSING

NOTE: AN ELASTOMERIC SEALANT SHALL BE APPLIED

BETWEEN THE SEWER MAIN AND THE FLEXIBLE

SADDLE TO ENSURE AN AIR liGHT CONNECTION.

LOS ALTOS HILLS STRAP ON LATERAL CONNECTION TO HOPE

STANDARD_DETAIL-

L_i w1M

SCALE: NONE

DATE: JUNE 6, 2000

DWN: ic

CALIFORNIA CHK: JR I 01 1

STAINLESS STEEL

SERIES 300 CLAMP

STAINLESS STEEL

SERIES 300 CLAMPS




